


DOOR PREP

1. Install door
2. Locate horizontal centerline on door

3. Verify backset (2-3/4", 3-3/4", 5"or 7"). Tape template to door.
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FRAME PREP
1. Mark centerline of latch bolt on frame

2. Center strike and mark screw positions
3. Mortise to required strike and box depth
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ASASTRIKE & BOX  ALL DIMENSIONS IN INCHES  STANDARD STRIKE & BOX
LATCH/HANDLE ASSEMBLY

1. Install latch bolt.
Radius portion of latch bolt must
face push side of door.
2. Install push side handle assembly * with latch.
shaft thru latch bolt assembly
3. Mount exit only plat and install using
(4) 10-32 screws with (4) 10-32 sex bolts.
4. Mount Cover.

* CAM PIN MUST BE ROTATED TOWARD SIDE INDICATED BY ARROW
STAMPED ON BASE SEE DRAWING ON FRONT OF TEMPLATE
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6040M SERIES

PUSH LATCH DOOR PREP INFORMATION FOR
VERTICAL MOUNT

DOOR PREP INFORMATION:

1. BACKSET DIMENSION FROM LOW EDGE OF BEVEL.

2. CENTER PUNCH ALL HOLES.

3. DRILL HOLES (FOR HOLLOW METAL DOORS, DO NOT DRILL
THRU. CENTER PUNCH & DRILL HOLES FROM BOTH SIDES OF DOOR).
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VERTICAL MOUNTING

DO NOT COPY AND USE THIS AS A TEMPLATE
PLEASE CALL FACTORY FOR FULL SCALE TEMPLATE
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